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3. DATI TECNICI

Portata 9259 Ibs

Motore trifase 230/400V-50Hz-2.6 kW
Motore monofase 230V -50Hz-1.5 kW
Peso 1653 lbs

Rumorosita <70dB (A)

3. TECHNICAL DATA

Capacity 9259 Ibs

Three-phase motor  230/400 V - 50 Hz - 2.6 kW
Single-phase motor 230V -50Hz-1.5 kW
Weight 1653 Ibs

Noise level <70dB (A)

3. TECHNISCHE DATEN

Tragkraft 9259 Ibs

Dreiphasenmotor 230/400V -50 Hz - 2.6 kW
Einphasenmotor 230V -50Hz-1.5kW
Gewicht 1653 Ibs

Gerauschpege <70dB (A)

3.DONNEES TECHNIQUES

Portée 9259 Ibs

Moteurs triphasés 230/400V -50 Hz - 2.6 kW
Moteurs monophasés 230 V - 50 Hz -1.5 kW
Poids 1653 Ibs

Niveau de bruit <70dB (A)

3.DATOS TECNICOS

Capacidad 9259 Ibs

Motor Trifasico 230/400V - 50 Hz - 2.6 kW
Motor monofasico 230V -50Hz-1.5kW

Peso 1653 lbs

Nivel de ruido <70dB (A)
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